REINER 940

Operating Manual




2 PCset graphic Help 940

Table of contents

| Your REINER 940 5
1.1 OperatiNg @lemMENTS. ...t 6
1.2 SeUING WL e e 8

Il Important notes 9
2.1 Rechargeable Datteries. ... 9
2.2 S8l 9
[l Your safety 10
3.1 SaAfetY, AESCIIPLION ettt et 10
3.2 Safety notes on rechargeable batteries. ... ..o 11
TG TS T 1 1Y V2 [0 (P 12
3.4 Safe handling of Print Cartridges. ..o i 12
IV Preparation and commissioning 13
o R oY o ¢ 4 =S 0 T 11 o P 13

4.1.1  RECRArgEable DAEIIES ..ouiiiuriieuieerereesieeessess ettt

4.1.1.1 Inserting rechargeable batteries
4.1.1.1 Charging rechargeable batteries

4.1.2 Seal and pressure cartridge ........ccec......
4.1.2.2 Inserttheseal.......ccccooiiiiiiiiiiiiiineennn,
4.1.2.2 Inserting the Print Cartridge ... ....oouiiiie ettt sttt e e e e st eeste e e esbeeenbeeereaaanee
4.2 EXECULE TSt PIINT. ittt et et e e et et e e e e e e
4.3 ACHVALE BIUBTOOTN. .. et e 19
4.4 Install PCset graphic SOftWare........ciiiiiii e 20
441 SYSTEM FEQUITEMENTS ittt ettt a e rh e e e st e e e bt e e shs e e aat e e ettt e sas e e aae e e enne e e nnneeanteeannees 20
4.4.2  INSTAlING The SOTEW AIE ...eiii ettt et e e sab e e s et e e enbe e e sabeesateeanneas 20
T 1 (K= V=TT o o = U= 21
V The PCset graphic software application 22
5.1 Get REINER 940 ready for PCSet graphiC........cccuuuiiiiiiiiiiieiiiei e 22
5.2 Starting the SOfIWAIE. .....u it 24
5.3 Operating INTEITACE . ...t e 24
LTS T8 A (V=T YU o - OO UE PR SPR P 25
L0 T e N = 1= RSSO 25
L5 T e = o 1 RSSO 26
L0 T e Y L= RSSO 26
Lo TR R T = (511 =] 11T L S PSPPSR RTPUPRR 26
[ T8 00t L = G = L P EEPTRR N 26
Lo TR T = (=1 |« T PO PP PR OURTPUPRRP 27
LSS 1o o T I o - TP P TP R PSPPI 27
(o3 T2 2 € |1 (o PSPPSR 29
(R 2 S =1 (=] 1o o N PSPPSR 29
Lo TR B @ o [T o) €T TS PSPPSR TP PR PRSP 29

ERNST REINER GmbH & Co. KG



3
5.3.4  DEBVICE SECUTILY .eiiiiiiitiiiiiie ittt ettt ettt ettt st et e e ket e s at e e eat e e e hb e e ea b e e eab e e e abe e e ehbe e emb e e enbee e aabeesabeeenbeeeanbeesnteeanneas 30
5.3.4.4  DBVICE SECUIILY ..ottt ittt ettt rht e ettt e et e e e eae e e sa bt e e abe e e bt e e ebb e e e mbeeaabeeeabbeeanbeeebeeeanneeanneas 30
LR I O o ST B o F=TX 3V o] o PR UP PR UUROPPN 32
5.3.4.4.1 Disable pasSW Ord PrOtECHION. ........coiuuiiiiieiiie ettt ettt e e te e beeesbeeesteeesnbeesbeeeaaneeanes 32
5.3.4.4.1  FOrQOMEN PASSW OFQ.....coiuiiiiiieiiiie et e sttt e itee ettt e steeeatbeeabeeaabeeeasseeasbeeebeeaabseeanbeeebeeeabeeeanbeeabeeaasneeanns 33
5.3.4.4  UNIOCK OBVICE. ...ttt ettt ettt s he e e ab e e e e bt e e he e e ebb e e e abe e e beeeabbeeenbeeebeeennneeanneas 33
5.3.4.4  LOCK ABVICE. ... ..eiiiiieiii ettt ettt h et e ettt e e bt e e bt e e e bb e e e ab e e e be e e sbbeeambeeebeeeanneeenneas 33
5.3.5  DEVICE SEILINGS woiiueiiiiiitiiitieit etttk h bbbt e bt et e st e s bt e bt e a b bt nhe bt e nhe e b e et e b e n e
5.3.5.5  PIINESEINGS. ..ttt b et h et b et h e h et h et n e
B5.3.5.5. 1 PrINE SEOUENCE ...ttt etttk b e bbbt h e e b bt s b e ehe e bt e bt e bt b e ea et e n
LG T T A = 4 g1 11 =T 1o o PRSP PRUURSPPN
B5.3.5.5. 1 ANIGNMENT .ottt h e bbbttt R e R bt eh e bt e b et b e et e nan e n
B5.3.5.5. 1 PrHINEINIENSIEY ..ottt b ettt h bbbt bttt b et n
LG TS T A = o (oo T[] USSP PROPRSPPN
5.3.5.5  SIONAIS. ...ttt h e E bt b et e e h e he bt e b e bt e bt et nne e
5.3.5.5  FUNMCHIONS. ...ttt h bbbt b et e bt b e e bt he e he e e ae e e bt e e ae e bt e en et e e ne e
B.3.5.5:3  TOST PIINE ettt b e bbb h R bbbt e bt et bttt san e n
5.3.5.5:3  REPEAL IAST IMPIINT.... .ottt sb et e b et b e ean e sae e ne
5.3.5.5.3 Continue numbering machines....
5.3.5.5.3 Reverse NUMDEring MACKINES. ..........couiiiiiiii ettt sr ettt ee
5.3.5.5.3 Reset numbering Mmachines t0 default.............cooiiiiiiiiiiii e a7
5.3.5.5  FONU ettt a e bbb 48
LT N IS - { U E- R T [ Lo o | PSS RPPRP 49
5.3.7  DEVICE MESSAUES .eiiuiiiiuiieitiee it ee et e et e e sttt e sate e e bt e e e bt e e sa bt e aab e e e b et e ah et e ea b e e eabe e e ohs e e eae e e eabe e e ahb e e eae e e enbe e e nnneennneeanneas 51
5.4 Establishing Bluetooth CONNECHION..... ...t 52
5.5 Example workflow: Generating the print image ........ccovvviiiiii v 55
55.1  Configuring the Print iMage ..ottt 55
5.5.2 Transfer printimage t0 REINER 940 .........oiiiiiiiiioiie ettt nan e et e e nnees 56
5.5.3  Printing the Print iMaAgE ......eoo ittt ettt e et e et e e sab e e sab e e snbe e e snbeesnteeanneas 57
5.5.4  NUMDBET OF IMPIINTS oottt e et e e s a b e e st e e bt e e sabeessteeanbeeesabeesmbeeanbeeeanbeesnteaanneas 57
5.6 OB OIS SN S. ..t eiti ettt e 59
L3N 206 R 1= 4 ST S SO SUUUURPRURPRPRRRO 59
Lo T S R =L L1101 [ U SP ST RRUPRI 60
5.6.1.1 CONEXT MENU TEXT ODJECT.....uiiiiiiieiiie ettt ettt ettt ettt e et e e sbe e e s tb e e e bt e e sbbeeasbeeenbeeenbeeeasaeeaneeas 60
5.6.1.1 Generate graphic...
LN T - | =Y i T =TSPTSRO
LI 2 = (= 1=1 11100 PSSR
LT 2t R o o | PP ERTTSPRRNt
5.6.2.2 Context menu date/time OBJECT..........iiiiiiiii e 66
5.6.3  NUMDEIING MACKINE ..ottt h bt e s et e ettt e sab e e san e e eabe e e sabeesnteesnneas 66
5.6.3.3  PIESEIINGS ..ottt h et bt he e ehe e e et e bt nne e nneas 66
L TR e 0 A S 1= 111 T [ PRV PR PRUPROPPN 68
5.6.3.3. 1 NUMDEE CIFCIE ...ttt b et e b et e e bt e bt e e sbe e e sab e e ebeeeaineeanne 68
B.6.3.3.1  FONE i h £ h e e R R R R Rt h b h e r et ne 68
5.6.3.3 Context menu numbering Maching ODJECL ..........coiuii it 70
oI T A = T T oo Yo TR 71
(Ao R B = (=TS =1 11101 [ PSPPSR TRUPR 71
5.6.4.4 Sequential NUMDEIING/AALING ........coiuiiiiiieiii ettt ettt b e e b e e sbe e e sbee e et e e s abeeeaaaeeanneas 74
5.6.4.4 Context Menu barCode ODJECT...........oi ittt 75
5.6.4.4 GENEIALE GraPhiC ....ccc.eiiiiiiiiiieii ettt s ettt e et e ae e e s b bt e e bt e e be e e bt e e et e e e abee e areeeanneas 75
LN GRS €1 =T o] o T TSP P TP P PR PR PRI 76
5.6.5.5 L0Ad graphiC dIlOQUE. ..........coouiiiiiiiiiiie ettt 76
5.6.5.5 Context Menu graphiC ODJECL........couiiiiiiii ettt nn e 77
5.6.5.5  GENEIALE GraAPNIC ......eiiieiieiiitieiti ettt h bbbt b e bt b ettt a e b ae bt e h e bt e bt et enneenns 77

ERNST REINER GmbH & Co. KG



PCset graphic Help 940

VI Maintenance 78
6.1 Changing the Print Cartridge. .. ..oovu i e e r e eens 79
6.2 Cleaning the contacts of the print cartridge........c..oooiiiiiii e 80
8.3  ClEAN NOZZIES . i et et e et 81
6.3.1  AULOMALIC NOZZIE CIEANING .oiiieieiiie ittt ettt h et b et at e e s hb e e e be e e sae e e snbe e e aneeeseneeanneas 81
6.3.2  MaANUAI NOZZIE CIEANMING «.iiiiiiiiii ettt ettt h ettt e et e e bt e e s at e e e be e e sateeamteeebeeesabeeanbeeeaneaeanteeanneas 82
8.4 ClEAN SEAL....uiii i e 83
6.5 REPIACE SEAI...iuiiiiiiii i 84
L I O L= - U g T o o 10 F=] 1 o PP 85
VIl Recognising and removing interferences 86
7.1 REINER 940 WithOUt fUNCHION ....iui e e e eaas 86
7.2 Causesfor uncharged Datteries. ..o 87
7.3 Optical (LED) SIgNalS...u ittt iei ettt e e e e e e e e e 87
T4 ACOUSLIC SIONAIS ittt ettt e e 89
VIII Technical data and accessories 91
S 700 R I8 Y/ o = N o - 1 (= 91
8.2 TeCNNICAl AALA ....uu i 92
8.3 Transport and diSPOSAL.........uieuuiiiiiiii e 93
oI ol od -1t T ] f =T TP 93
IX Contact 94
X Operating instructions 95
Index 96

ERNST REINER GmbH & Co. KG



Your REINER 940 5

1 Your REINER 940

REINER 940
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1.1 Operating elements
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1 Setting wheel 10" Indicator of print position

2 LED display 11 Nozzle cowver

3 Flange 12 Print cartridge cover

4 Micro USB socket with charging indicator 13/ Print cartridge

5 Battery compartment 14 Print cartridge cover locking button
& Closure lever locking 15 Print cartridge contacts

7 Closure lever 16 Seal

& Print trigger 17 Seal tip

9 Scanning roll 18 Nozzles
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1.2

Setting wheel

Printimage 4
Clean Printimage 3
Online/Bluetooth Printimage 2
Functions Printimage 1
Off

LED indicator

E] The LED display marks the selected setting and flashes in case of warning messages.
E] To set Functions (see "Eunctions").

E] Before adjusting the setting wheel, close the closure lever!

P To awid malfunctions align the settings precisely with the LED display!
= To activate Bluetooth, turn the setting wheel 1to position Online/Bluetooth (see "Bluetooth”).

ERNST REINER GmbH & Co. KG
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2 Important notes

Before commissioning of the REINER 940, always read the operating instructions and in particular
the safety notes with care. This prevents insecurities in handling of the marking devices and
connected safety risks to keep you safe and awid damage to the device.

Rechargeable batteries

Seal

2.1 Rechargeable batteries

The charging of the batteries is electronically controlled. This ensures that the battery cells are
charged optimally and carefully.

Recharging
B Fully charge rechargeable batteries before first application. Duration approx. three hours.

After the first full charge, the batteries do not yet reach full capacity. You must expect that the
normal senice times will be undercut.

Reaching full capacity

Full capacity is achieved when the batteries are completely discharged and charged seweral times.

2.2 Seal

The seal must be inserted accordingly with the insertion/replacement of the print cartridge or
replaced. Please observe the brief instructions enclosed with each print cartridge!

ERNST REINER GmbH & Co. KG
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3.1

Your safety

Safety, description
Safety notes on rechargeable batteries
Safety notes

Safe handling of print cartridges

Safety, description

Warnings of dangers that lead to death or severe injury directly if not observed.

Warnings of dangers that may lead to death or severe injury if not observed.

|\ CAUTION

Warnings of dangers that may lead to injury if not obsened.

NOTICE

Warnings of dangers that may lead to property damage if not observed.

P You are asked to perform actions here.

E] Notes and advice to make handling your REINER 940 even easier.

B. Notes on instruction videos.

ERNST REINER GmbH & Co. KG
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3.2

Safety notes on rechargeable batteries

Rechargeable batteries are subject to wear. A longer senice life than six months cannot be
warranted.

Possible explosion in contact with fire.

B Newer throw batteries into fire.

[\ CAUTION |

Injuries resulting from destruction of the battery when using unsuitable rechargeable batteries or non-
rechargeable batteries.

P Only use the batteries intended for the device.
Type usage
Use only the supplied mains adapter or a PC USB port to charge the batteries.

Only use rechargeable batteries (two each) type nickel metal hydride (REINER item number: 946 192
- 000) of build AA.

Always replace all flat rechargeable batteries at once.
Unauthorised batteries may cause damage or malfunction.

B Use only prescribed rechargeable batteries.

Insertion

Obsene polarity of rechargeable batteries when inserting, refer to symbols!
Disposal

Defective or used batteries
Used batteries or rechargeable batteries must not be disposed of with household waste.

ERNST REINER GmbH & Co. KG
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3.3

3.4

Safety notes

Possible blindness due to eye contact with ink.

B Do not point the nozzles of the REINER 940 at people's faces!

[\ CAUTION |

Possible tripping and damage to the device due to device lines lying freely in the room.

P Place the device lines so that they do not pose a danger source!

NOTICE

Damage to the device at improper transport.

B Only use packaging that provides protection from impact and shock for the device!

NOTICE

Damage to the device by dewing.

P Before commissioning, wait until the device has reached room temperature and is completely
dry
!

Safe handling of print cartridges

Possible blindness due to eye contact with ink.

P Do not point the nozzles of the REINER 940 at people's faces!

[\ CAUTION |

Damage to health caused by ingestion of ink.

P Do not swallow!
P Keep the print cartridge out of the reach of children!

ERNST REINER GmbH & Co. KG
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4 Preparation and commissioning

Only connect the device to the PC after the PCset graphic software has been installed (see

"Install PCset graphic software").
With the installation of the PCset graphic software, the required USB drivers are installed. If a

connection is established between the PC and the device, the USB drivers are automatically
detected and loaded. If the device is connected without installing the PCset graphic software,
the installation of the device drivers fails.

Commissionin

Execute test print

Activate Bluetooth

Install PCset graphic software

Firmware update

4.1 Commissioning
B. Find a clip on our homepage www.reiner.de or on youtube.

Rechargeable batteries

Seal and pressure cartridge

ERNST REINER GmbH & Co. KG
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4.1.1 Rechargeable batteries

The batteries must be fully charged before first application. The charging time is approx. three hours.
The batteries are charged when the green charging indicator is off &)

Inserting rechargeable batteries

Charging rechargeable batteries

4.1.1.1 Inserting rechargeable batteries

Inserting rechargeable batteries = Fig. +H

Always replace all flat rechargeable batteries at once.
When the batteries are removed, the date, time and counter reading of the numbering machines are
maintained.

> Open the battery compartment 5 in the arrow direction.
P Ensure correct polarity and insert batteries.

P Close battery compartment 3,

ERNST REINER GmbH & Co. KG
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4.1.1.2 Charging rechargeable batteries

Charge rechargeable batteries =- Fig.

E] Charging at a USB hub without its own power supply is not possible.

[I] The power socket must be easily accessible for the mains adapter. To disconnect the device
completely from the mains, the mains adapter must be unplugged from the power socket.

B Connect the Micro USB socket of the device # \ia the USB cable to the mains adapter and
connect the mains adapter to the mains.

Green charging indicator 4 lights up.
Charging is complete when the charging indicator 4 s off.

ERNST REINER GmbH & Co. KG
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4.1.2 Seal and pressure cartridge

The seal and pressure cartridge are shipped separately from the device - follow the instructions
below.

Insert the seal

Inserting the print cartridge

4.1.2.1 Insert the seal

Insert seal = Fig.+ﬂ+n

[I] Different seals are required depending on the type of ink used (see "Replacing the seal").

Always use the seal of the associated print cartridge — be sure to replace the seal with new print
cartridges.

»  Push down the print cartridge cover locking button 4.

ERNST REINER GmbH & Co. KG
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The latch of the print cartridge cover 12 is loosened.

B Fold open the print cartridge cover 12,

P Press and hold the closure lever 7 to insert the seal 6.
The nozzle cover 1 moves up.

Take the seal ‘® from the package and place it with the seal tip 17 first behind the nozzle cover
I1'and latch it with slight pressure.
P Release the closure lever 7 .

4.1.2.2 Inserting the print cartridge

[\ CAUTION |

Damage to health caused by ingestion of ink.

P Do not swallow!
P Keep the print cartridge out of the reach of children!

Inserting the print cartridge = Fig. + +ﬂ

C

P Take a new print cartridge 13 from the packaging and remowve the protective film or clip from the
nozzles & .

ERNST REINER GmbH & Co. KG
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4.2

>
>

Insert the print cartridge 3 in the already open print cartridge cover 2.

Close the print cartridge cover 12,

E] Observe acoustic signal of the jetStamp graphic 970 (see "Acoustic Signals").

Execute test print

Possible blindness due to eye contact with ink.

» Do not point the nozzles ¥ of the REINER 940 at people's faces!

Execute test print = Fig.

The imprint can only be selected if the closure lever 7is not pushed and the nozzle cover 1

thus is closed.

E] The REINER940 is delivered ex works with 4 pre-programmed sample print images.

vyvyyVvwvyy

Set setting wheel 1 to position 1.

Pull the closure lever 7 towards the device.
Place REINER 940 on the printing material.

Actuate the print trigger & .

Unwind the device at a constant speed in print direction.

The imprint was printed.

ERNST REINER GmbH & Co. KG
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Positiening aid/
print start

FEFTRET

Triggering
My 1st Imprint 28.06.2020
4.3  Activate Bluetooth
Printimage 2
Printimage 3 Printimage 2
Printimage 4 off
Clean Functions

Online/Bluetooth

LED indicator

E] Bluetooth cannot be activated while an a USB connection is active.
With an active Bluetooth connection, a USB connection cannot be established either.

E] If Bluetooth is active, the battery runtime reduces since Bluetooth is active in standby mode as
well.

P To activate Bluetooth on the device, the setting wheel 1 must be turned to position
Online/Bluetooth.
B To establish the Bluetooth connection with the device, follow the instructions

"Establishing Bluetooth connection”.

ERNST REINER GmbH & Co. KG
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4.4  Install PCset graphic software

E] The installation must be carried out on a commercially available local PC.
A virtualised PC or thin client is not suitable.

E] The local time CET/Central European Time is preset at delivery of the device.
Once the device is connected to a PC with the PCset graphic software and a print image is then
transferred to the device, the device adopts the local time (see "Transfer the print image to the
REINER 940").

System requirements

Installing the software

4.4.1 System requirements

Supported REINER devices

jetStamp graphic 970
jetStamp graphic 1025
jetStamp graphic 1025 sense
- REINER 940

Hardware

Graphics adapter with a min. resolution of 1280 x 1024 pixels
- Memory 32 MB min.

200 MB free hard disk space

- 1 free USB interface or Bluetooth

Supported operating systems

- Windows 7, Windows 7 64 Bit, Windows 8, Windows 8 64 Bit, Windows 10, Windows 10 64 Bit,
Windows 11

4.4.2 Installing the software
Administrator rights on the PC are required for the installation.
B Plug the USB stick supplied with the device into the USB port of your PC.

P Start the file "Setup_PCsetgraphic.exe".
B Follow the instructions of the installation program.

ERNST REINER GmbH & Co. KG
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4.5 Firmware update

The current firmware of the REINER 940 is available for download from www.reiner.de in the section
"Downloads - Software".

E] Before performing a firmware update, transfer and save the print images on the REINER 940 to
the PCset graphic. The print images can be damaged during the Firmware update.

E] Ensure that the PCset graphic is installed on your PC but not opened before the firmware

update is started. While the firmware update is being installed, the REINER 940 must not be
switched off.

P Connect the micro USB socket # to the PC via the USB cable.
To activate the device, turn the setting wheel 1 to position 1.

Unpack "Firmware update" and start “940 Firmware xxxx.exe". The firmware is installed
automatically. After a successful firmware update, the PCset graphic can be opened again.

vY

ERNST REINER GmbH & Co. KG
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5.1

The PCset graphic software application

Get REINER 940 ready for PCset graphic
Starting the software

Operating interface

Establishing Bluetooth connection

Example workflow: Generating the print image

Objects settings

Supported REINER devices

jetStamp 1025
jetStamp 1025 sense
jetStamp graphic 970
- REINER 940

Get REINER 940 ready for PCset graphic

Get REINER 940 ready for PCset graphic = Fig. +

E] The PCset graphic software must first be installed so that the device can be recognised
correctly by the PC.

B Connect the micro USB socket # to the PC via the USB cable.

P Turn the setting wheel 1to position 1 to switch on the device.
The PC recognises the REINER 940 as a nhew USB device.

ERNST REINER GmbH & Co. KG
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The device driver software is installed automatically.

E] When the device is connected to the PC, the batteries are charged via the USB port.

ERNST REINER GmbH & Co. KG
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5.2

5.3

Starting the software

P Double-click the REINER PCset graphic icon ¥}
The PCset graphic software is started.

Operating interface

The operating interface is divided into four sections:

a! Menu bar with both Windows typical and PCset graphic specific functions
b! Toolbar
£! 4 lines for design of the print images
d! A bar with various status indicators.
@\ ; .m;m.u = EISIILE R
f,- 2032-03-19 12:49
2.
5.
L4
@{lumo.«u;z;: ss(»eg‘q Orine - USE (5 D056 Plesse chargs or mpla %wn«tmw Eatery capacity mearly emoty) A4 b W |
Menu bar Transfer process
Toolbar Device messages
Print images Device security

Connection
Ink level indicator
Charge indicator

Status indicators

Cursor position

Object position [object size]
Online/offline (connected device with
serial number)

i (=) () (e (m] (o) (e
a-—lr'du—l-j
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5.3.1

53.1.1

Menu bar

25

In addition to thde functions in the tool bar ‘B, you can find a menu bar "2/ in the REINER PCset

application.

. Document - REIMER PCset graphic

File Edit WView Presettings

Extras

Help

In the menu bar you will find both common, self-explanatory standard commands as well as PCset
graphic-specific menu commands.
The latter can usually also be called via the toolbar symbols.

T

ile

m

di

<

1ew

Presettings

Extras
Help
File
Function Description
New Reset the display. Delete the displayed draft.
Open File selection menu for loading previously saved print images.
Sawe Sawe the displayed print image as XML file.
Sawe as The dialogue for saving the print images appears.

Device settings - Font

Configure font.

Device settings

Configure the print settings, signals, and functions.

Print image transfer

The selected print image is transferred to the device.

Print image upload

Load the active print image in the device for editing.

Search for REINER Bluetooth
devices

Searches for REINER Bluetooth devices.
This function is only available if there is no USB connection.

Last opened

Displays the last opened print images.

Exit

Exits the PCset graphic.

ERNST REINER GmbH & Co. KG
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5.3.1.2 Edit
Function Description
Undo The last actions performed are undone.
Delete Deletes selected objects.
Copy Load selected content to the clipboard.
Paste Paste content from the clipboard.
Cut Delete selected contents and load them to the clipboard.
5.3.1.3 View
Function Description
Grid Set grid.
Zoom 50%, 100%, 200%
Display lock in toolbar Show or hide device security button.
REINER 940 Operating interface REINER 940 appears.
jetStamp graphic 970 Operating interface jetStamp graphic 970 appears
jetStamp 1025 Operating interface JetStamp 1025 appears.
5.3.1.4 Presettings

Function Description
Text Settings for text objects can be configured.
Date/Time Settings for date/time objects can be configured.

Numbering machine

Settings for numbering machine objects can be configured.

Barcode

Settings for barcode objects can be configured.

5.3.1.5 Extras

Function

Description

Device security

The device security locks the print and protects the print data from

misuse.

SF module

Senice and maintenance module for REINER.

Daylight savings time

No daylight savings time, daylight savings time Europe, daylight

savings time America

ERNST REINER GmbH & Co. KG
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5.3.1.6 Help
Function Description
Help Help with detailed configuration instructions and the operating
instructions in electronic form.
Info Release notes for the software.

If the REINER 940 is connected, information on model, serial
number and firmware version are also displayed.

An internet link to the REINER website will be displayed to
download the latest software if the software or the REINER 940 is
not on the latest version.

5.3.2 Toolbar

Toolbar '/ | Menu Description
command
New Reset the display. Delete the displayed draft.
Font The "Eont" tab in the "Settings" menu.
L
Open File selection menu for loading previously saved print images.
-| ] Sawe Sawe the displayed print image as XML file.
Grid Activates the grid for aligning objects.
Selection For areas that have been fixed via the "Generate graphic"

function (see "Selection").

.

Device security

The device security may be set (refer to "Device safety").

The "View" tab allows you to show or hide the device security
button by clicking on "Display lock in toolbar".

B

Settings

The "Print settings" tab in the "Settings” menu.
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Transfer The displayed print images are transferred to the device.
* The data present on the REINER 940 are overwritten.
i i Upload Load the print images saved in the device for editing.
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5.3.21

5.3.2.2

5.3.3

Grid

The print area is divided into the selected raster size.

Grid
Units
) mm (_Jinch (®) Pixel
Grid size 10 ~ | Pixel
Cancel Help
Units

Grid/ruler/mouse position/object size are displayed in the selected unit.

Unit Description
mm Ruler is subdivided into mm.
inch Ruler is subdivided into inch.
Pixels Ruler is subdivided into pixels.
Selection
B Activate "Selection".
B Hold down the left mouse button and draw a selection frame along the desired area.
B Release left mouse button.
All objects and backgrounds contained in the frame are selected and can be cut, copied or
deleted.
Objects

Print images are composed of objects from the five object groups described below.
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Objects can be placed freely using drag & drop (see "Example Workflow: Generate Print Image").

E] The format of each object group can be configured individually.
Menus for format settings are opened by right-clicking on the respective object or in the
"Presettings" tab in the menu bar.

Toolbar ‘b’ | Command Description
B Text Enter the desired text at the cursor position. The font and
ﬂ font style depend on the text format you hawe selected.

A double-click on the text terminates the text input mode.
Text can also be pasted via the Windows clipboard.

The font size is automatically adjusted to the grid height
when the grid is enabled.

;_:-.]‘ Date/Time Font, font style, font size and format can be set individually
; @ (refer to "Eont" and "Presettings").
= Numbering The numbering machine is used for sequential numbering.
a machine Starting value, step width and font orientation, as well as font,
font style and font size can be set (refer to "Font" and
"Presettings").
Barcode Various barcode formats are available in the format settings
r n H "
i} (refer to "Presettings").
s Graphic After inserting a graphic object, a file selection window
& opens. Select the desired graphic and confirm with "Open".

5.3.4 Device security

Device securit

Unlock device

Lock device

5.3.4.1 Device security

The device security locks the print and protects the print data from misuse.

E] Devices without a current firmware version do not support device security. You can download the
latest firmware version from www.reiner.de in the section "Downloads - Software".

P The device safety can be set in the menu bar 2/ by clicking the tab "Extras — Device safety" or
F | fa] -

in the toolbar ‘B! via the buttons ¥ / & /¥ .

Three functions can be selected:

|
1. ¥ Device safety is deactivated.
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Fal

2. I Device safety is activated.

Print images cannot be transmitted and printed without entering a password.
-

3. I Device safety is activated.
Print images can be transmitted and printed without entering a password.

Set password
Disable password protection
Forgotten password
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5.3.4.1.1 Set passw ord

E] "Set password" activates device safety and protects the print data from misuse.

Set password >
Password | T |
Repeat password | Il | C

Deactivate
s e Cancel Set password

P To activate the device security , 2. select the "Extras" tab in the menu bar
el

and use "Device safety — Set password" or go to the toolbar b and click the button ¥ .
P Enter a password.
P Repeat the password.

The password may contain a maximum of 8 characters.
The following characters can be used: 0-9, A-Z, a-z and the characters "#$%&'()*+,-./:;<=>?[[{[} ~.

B To activate the device safety, click on the "Set password" button.
e n
In the toolbar "B the symbol changes from ¥ to ¥ and in the status indicator d appears the

symbol & .

5.3.4.1.2 Disable passw ord protection

[I] "Deactivate password protection” deactivates device safety.

Set password X

Password | | |

Repeat password | |

Deactivate

password protection -z e

P To ensure the safety of the device deactivate in the menu bar "2 the tabSelect "Extras" and
"Device safety — Click on Set password".

P Click on "Deactivate password protection".
1 e,

In the toolbar '2 the symbol changes from ¥ to ¥ .
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5.3.4.1.3 Forgotten passw ord

E] When resetting the password, the REINER 940 is reset to the factory setting.
All saved print images are deleted.

E] The password can only be reset when the REINER 940 has no device error.

If the set password has been forgotten, it can be reset as follows:

P Remowe print cartridge 13 .
P Set setting wheel 1 to position C.
>

Push the print trigger & for at least 10 seconds.
When the password is reset, a warning signal is emitted.

5.3.4.2 Unlock device

E] Print images can be transmitted and printed without entering a password.

Gerdt entsperren >

Passwort TITITIIY)

Abbrechen Entsperren

B To unlock the device, select the "Extras” tab in the menu bar ‘2. and click "Device security —
Fal

Unlock device" or click the button ¥ .
P Enter password and click "Unlock".

a -

In the status indicator '@ and in the toolbar 2 the symbol changes from ¥ to ¥ .

5.3.4.3 Lock device

E] Print images cannot be transmitted and printed without entering a password.

p 1O lock the device again, select the "Extras" tab in the menu bar "2 and click "Device security
- Lock device".

-OR -

P Click on the button ¥ .
-OR -
B Switch the device off and on

- 2

In the status indicator '@ and in the toolbar 2 the symbol changes from ¥ to ¥ .
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5.3.5 Device settings

E] Device settings will only become active when they have been transmitted to the REINER 940.

> >
Click on the symbol.

The device settings are opened.

Print settings

Signals

Eunctions

Font

5.3.5.1 Print settings

Device settings *

Printsettings  Signals Functions Font

Print sequence: Print single line (Setting wheel) e
Print direction: Left to right =
Alignment; 0% rotated e
Print intensity: Mormal et
Print start  |Print frigger Encoder |Fixed speed ~

Print delay [s]

s

Line 1 23.0 =
Line 2 23.0 . E
Line 3 23.0 = 0.25 =
Line 4 23.0 - 0.25 =
Speed [mm)s]
0.338 = 250 =

- -

Default

K Cancel Help

H
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Print sequence
Print direction
Alignment

Print intensity

Encoder

5.3.5.1.1 Print sequence

Device settings >

Print setings  Signals Functions  Font

Print sequence: Print single line (Setting wheel)

Print single line
Print lines in sequence {1,2,3,4)
Continuous printing (1,1,1,1)

Print direction:

Alignment: 0® rotated ~ |
Print intensity: Mormal E
Print start | Print trigger Encoder |Fixed speed e

Print delay [s]

Line 1 23.0 = -
Line 2 23.0 = 0.25 =
Line 3 23.0 = 0.25 =
Line 4 23.0 - 0.25 =
Speed [mm)s]
0.338 = 250 =
Default
Cancel Help
Function Description
Print single line (Setting wheel)| The selected line is printed once per print trigger.
Print lines in sequence All lines are printed in ascending order, starting with the line set on

1,2,3,4) the setting wheel (1, 2, 3 or 4).

Continuous printing (1,1,1,1) The line selected on the setting wheel (1, 2, 3 or 4) is printed
continuously one after the other as long as the print trigger is
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pressed.

5.3.5.1.2 Print direction

Device settings -

Print settings  Signals Functions Font

Print sequence; Print single line (Setting wheel) W
Print direction: Left to right
Alignment: Right to left
Print intensity: Mormal i
Print start  |Print trigger Enceder | Scanning roll “
Lead [mm]
Line 1 23.0 = 0.25 .
Line 2 23.0 = 0.25 =
Line 3 23.0 = 0.25 .
Line 4 23.0 = 0.25 =
0,338 - 250 =
Default

Abbrechen Hilfe

Function Description
Left to right The print direction is from left to right.
Right to left The print direction is from right to left.
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5.3.5.1.3 Alignment

Device settings >
Print setings  Signals  Functions  Font
Print seguence: Print single line (Setting wheel) e
Print direction; Left to right S
Alignment: 0% rotated
Print intensity: 180° rotated
Print start | Print trigger Encoder |Fixed speed -
Print delay [s]
Line 3 23.0 . 0.25 -
Line 4 23.0 = 0.25 =
Speed [mmjs]
0.338 - 250 =
Default
b
Function Description
0° rotated e HEINER
BauremErahe I
D-HI3 FLdm e
180° rotated Hi
[T 8 P
NI3Y. -
IS HAD By PR

E] The 180° rotation is not displayed in the PCset.
The device takes the setting into account when printing.
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5.3.5.1.4 Print intensity

Device settings >
Print setings  Signals  Functions  Font
Print seguence: Print single line (Setting wheel) e
Print direction; Left to right S
Alignment: 0% rotated i
Print intensity: Mormal P
Mormal !
Print start  |[Print frigger Encoder | Scanning roll w
Lead [mm]
Line 1 2 0.25 -
Line 2 2 0.25 :
Line 3 23.0 = 0.25 =
Line 4 23.0 = 0.25 =
0.338 = 250 =
Default
Cancel | [ rilp
Function Description
Normal Default ink consumption.
Economical Reduction of ink consumption.
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5.3.5.1.5 Encoder

Device settings >
Print setings  Signals Functions Font
Print sequence: Print single line (Setting wheel) w
Print direction; Left to right e
Alignment; 0® rotated w
Print intensity: Mormal i
Print start | Print trigger Enceder |Scanning rall
Lead [mm] External cydes
< Fixed speed
Line 1 23.0 = L s,
Line 2 23.0 2 0.25 =
Line 3 23.0 = 0.25 =
Line 4 23.0 = 0.25 =
0.338 = 250 =
Default
Abbrechen Hilfe
Function Description
Scanning roll
(Pnntmg start with release) Printstart | Print trigger Encoder | Scanning roll o
Lead [mm]
Line 1 = 0.25 =
Line 2 = 0.25 -
Line 3 = 0.25 =
Line 4 23.0 = 0.25 =
0.3 |2 250 =
Imprint is printed as soon as the trigger button is pressed.
Start-up length is the distance in mm from the print triggering to
the start of printing.
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The default setting of 23 mm corresponds to the distance from the
centre of the print head to the indicator of print position (print start)
on the machine.

External cycles
(Printing start with release)

Printstart | Print trigger Encoder |External cycdes w
Lead [mm]
Line 1 23.0 = 0.25 =
Line 2 23.0 = 0.25 =
Line 3 23.0 = 0.25 =
Line 4 23.0 = 0.25 =

Print path per cyde [mm]

0.338 = 250

- -

Imprint is printed as soon as the trigger button is pressed.

The print path per cycle (mm) describes the path by which the
medium to be printed on or the printer is moved per cycle signal in
mm. The printer can also be operated with an external clock
generator (e.g. rotary encoder).

The print path per cycle must be determined and defined.

Note: In order not to affect the print quality, there should be at
least one cycle signal per 0.338 mm print path (75 dpi).

|I| Detailed questions can be answered by the REINER senice.

Function Description
Fixed speed
(Printing start with release) Printstart | Print trigger Encoder |Fixed speed -
Print delay [s]
Line 1 23.0 o =
Line 2 23.0 C z
Line 3 23.0 = =
Line 4 23.0 = 0.25 =

Speed [mm/s]

-

L3

0.338 250

- -

Print delay is the empty distance in seconds until the start of
printing

Possible applications:

o Contactless printing (hands-free method)

e Use in systems and devices in which the medium to be printed

(e.g. conweyor belt)
or the printer itself (e.g. linear drive) is moved at a constant

speed during printing.
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The speed per second describes the time in which the medium
to be printed or the printer is moved per second in
mm.

5.3.5.2 Signals

Device settings >

Print settings  Signals  Functions Font

Acoustic signals

Print start and print end

Function performed
Shutter open [IMute

[ ]Rechargable battery nearly empty

[ ]Print cartridge almost emptyfempty

Print speed not OK

[ removable error

Default

Abbrechen Hilfe

Activation or deactivation of acoustic signals for various events (refer to "Acoustic signals").

"Function performed": see tab "Eunctions".
"Removable errors": see "Acoustic signals".
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5.3.5.3

Functions

Device settings

Print settings  Signals Functions  Font
e oy
e\
; | =
b _‘;
- &
=
-
(®) Test print Print all imprints in sequence without incrementing the numbering machines

() Repeat last imprint
() Continue numbering machines
() Reverse numbering machines

(") Reset numbering machines to default

Default

Abbrechen Hilfe

Test print

Repeat last imprint

Continue numbering machines
Reverse numbering machines

Reset numbering machines to default
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5.3.5.3.1 Test print

Device settings

Print settings  Signals Functions  Font

(®) Test print Print all imprints in sequence without incrementing the numbering machines
() Repeat last imprint

() Continue numbering machines

() Reverse numbering machines

(") Reset numbering machines to default

Default

Abbrechen Hilfe

With the function "Test print", all print images can be executed as test prints.
The numbering machines are not switched forward.

The printing starts with print image no. 1 and is switched to the next print image with each re-
triggering.
(Hold down the closure lever while executing the "test print" function)

For the REINER 940, "Test print" is carried out as follows:

P Turn setting wheel to position F.
»  Open the nozzle cover 1.
P Print the 4 print images one after another starting with the last one used.

E] To stop the function "Test print", release the closure lever.
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5.3.5.3.2 Repeat last imprint

Device settings w
Print settings  Signals Functions  Font
[=
L3 - .,
S e® /
-
() Test print Print all imprints in sequence without incrementing the numbering machines

(®) Repeat last imprint
() Continue numbering machines
() Reverse numbering machines

(") Reset numbering machines to default

Default

Abbrechen Hilfe

With the function "Repeat last imprint" the last printed imprint can be repeated.
The numbering machines are not switched forward.
The time is continuously updated.

For the REINER 940, "Repeat last imprint" is carried out as follows:

P Turn setting wheel to position F.
P Push the trigger button.

Nozzle cover 1! opens.
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5.3.5.3.3 Continue numbering machines

Device settings *

Print settings Signals Functions  Font

() Test print Print all imprints in sequence without incrementing the numbering machines
() Repeat last imprint

(®) Continue numbering machines

(") Reverse numbering machines

() Reset numbering machines to default

Default

Abbrechen Hilfe

With the function "Continue numbering machines”, the numbering machine can be switched forward
manually.

For the REINER 940, "Continue numbering machines" is carried out as follows:

B Turn setting wheel to position F.
»  Open the nozzle cover 1.
P Push the trigger button.
An acoustic signal confirms that the numbering machine has switched forward.

E] When the function is executed, the numbering machines of the last printed line are switched
forward by the set step width in their counting direction . The repetitions of the numbering
machines are reset to the set repetition value. If the numbering machine is to be switched
forward manually only, 'Repeat’ must be set to '0'.
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5.3.5.3.4 Reverse numbering machines

Device settings >

Print settings Signals Functions  Font

() Test print Print all imprints in sequence without incrementing the numbering machines
(") Repeat last imprint

() Continue numbering machines

(®) Reverse numbering machines

() Reset numbering machines to default

Default

Abbrechen Hilfe

With the "Reverse numbering machines" function the numbers can be switched back manually in a
quick and easy way.

For the REINER 940, "Reverse numbering machines" is carried out as follows:

P Turn setting wheel to position F.
P Push the trigger button.
Nozzle cover 1! opens.
An acoustic signal confirms that the numbering machine has switched forward.

E] When the function is executed, the nhumbering machines of the last printed line are switched
back by your set step width in their counting direction. The repetitions of the numbering
machines are reset to the set repetition value.

ERNST REINER GmbH & Co. KG



The PCset graphic software application 47

5.3.5.3.5 Reset numbering machines to default

Device settings

Print settings  Signals Functions  Font

() Test print Print all imprints in sequence without incrementing the numbering machines

(I Repeat last imprint

() Continue numbering machines
() Reverse numbering machines

(®) Reset numbering machines to default

Abbrechen Hilfe

Default

With the function "Reset numbering machines to default" all numbering machines can be reset. The
original value is the minimum value for numbering machines that are counting up and the maximum

value for numbering machines that are counting down.

For the REINER 940, "Reset humbering machines to default" is carried out as follows:

>
| 4

| 4

Turn setting wheel to position F.

Open the nozzle cover 1.
Push the trigger button.

An acoustic signal confirms that the numbering machine has been reset.
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5.3.5.4 Font

Device settings >

Signals Functions Font

Twao different fonts can be set for variable objects such as dateftime and numbering machine,

Font 1 F.E!NEP. F1, 26 'ﬁl
Font 2 F.E[NER F1, 12 'ﬁl

Text for month abbreviations

January: | [T February: |Feh March:
July: Jul August: September:

Qctober: | Okt Movember: | Mov December:

Default

Abbrechen Hilfe

E] With "Font 1" and "Font 2", fonts can be stored for the objects date/time and numbering
machine.

E] Month abbreviations can be adjusted individually.

The font configuration window also appears in the menu bar. Here, select the "File" tab and click
on "Device settings - Font".
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5.3.6 Status indicators

® XX &
d1:
2.
3.
g
@—L Line 1 Pimel] (343,5 5,06 [504s 78] Ovnkine - USB (/N 000356) Plaaze chargs or my un%- rath Batary rech. Batery Sagacty neah; emoy iy w54
Function Description Note
Transfer process h Indicates the progress of the
transfer process of the print
image
Device security ] Protects print data from misuse| The device security status
depends on the status in which
the device is.

T:‘ Device security is activated Print images cannot be
transferred and printed without
entering a password.

Tj‘ Device security is activated Print images can be transferred
and printed without entering a
password.

Connection 'k Indicates whether the
connection is established via
USB or Bluetooth
LI—' Connection is established via
USB
@ Connection is established via
Bluetooth
Ink level indicator "L Indicates the fill level of the print
cartridge in %
Charge indicator M Indicates the charge state of
the battery
|r_L| Battery is full
D Battery is charging
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Battery is empty

Cursor position "€

Displays the position in the
print line

The unit of measurement depends
on the unit set under Grid.

Object position [object size]

Position and size of the
active/selected object

Online/offline "9

Indicates whether the device is
connected to the software

Online USB (S/N) 4

Device (with serial number) is
connected via the USB cable

Online Bluetooth (S/N) ‘9

Device (with serial number) is
connected via Bluetooth

Offline '4

- Device not switched on
- USB cable not plugged in
- Rechargeable battery empty

Device messages !

Here you will find notes for
troubleshooting
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5.3.7 Device messages

-4 .

@‘L FETY
Lire 1 el (548,0 t% Bl c—--x.-@ws N 0056} Pleae crargr o -mn$-;ﬂz-mm rech. Batery apacdy nearl; ety

|I| Device messages 11in the status indicator.

General warnings

Warnings Cause Correction

Please charge or replace Battery capacity almost empty  [® Charge battery

the battery

Please check the imprint Print cartridge almost empty P Insert new print cartridge
Please insert a new print Print cartridge almost empty P Insert new print cartridge
cartridge

Warnings for which an imprintis no longer possible

Warnings Cause Correction

Please insert print cartridge | - No or defective print cartridge  |® Inserting the print cartridge
- Incorrect print cartridge

Please remove and re-insert | - Print cartridge not inserted P Insert print cartridge correctly
print cartridge correctly

- Ink level write error

Please recharge battery - Rechargeable battery empty ~ |» Charge battery
- No battery/defective battery P Inserting/replacing the battery

Device error XxXx Device error B Disconnect the device from the
power supply for approx. 3 sec
(also batteries and USB
connection).

If the error remains after activation,
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have the device inspected by the
REINER support.

Warnings displayed in a message box

Warnings Cause Correction
Transfer error Device defective or missing B Check device/connections and
connection try again
Error in barcode generation | Too few characters entered P 7 characters required
P 12 characters required

Note update

Note Details
|New software available x || This dialogue is automatically
RE I N E R displayed if a newer PCset
graphic version is available.
Update REINER 940 frmware to version 6.70 This dialogue is also displayed if
— the connected device is not on
Update PCset graphic to version 7.00 the latest firmware version.

New version

| The "New wersion" internet link
- leads to the REINER website
where you can download the
latest version.

() Do not display this message anymore oK

Establishing Bluetooth connection

P To establish a Bluetooth connection, activate Bluetooth (see "Activate Bluetooth").
P Open PCset graphic.
P In the menu bar 2. select the "File" tab and click "Search for REINER Bluetooth device".

An automatic search is started.
All devices found, as well as all devices that have already been connected to the PCset graphic,
are displayed with model and serial number.

E] If the REINER 940 is not found, a new search run can be started with the "Search again" button.
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Bluetooth connection 4

Search again

Model f Serial number

—— Available devices -—-
jetStamp 1025- / 001879

—— Paired devices ——
jetStamp graphic 970 / 001178

REIMER. 940 / 000257

Connect

Delete pre-set device

= To establish a Bluetooth connection, click on "Connect".

A pop-up menu "Connection via a Bluetooth device is established" opens in the Windows status
bar.
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B To enter the factory password "0000", click on the pop menu "Connection via a Bluetooth device
is established".

The window for entering the password opens.

Pair Device

Pair device?
Your app would like to pair to the device "940-000267." Enter a PIN to pair.

Allow Cancel

P Enter the factory password "0000".
The REINER 940 is connected to the PCset graphic.

The connected device is saved as a permanent connection so that the PCset graphic always
connects to this device as soon as it is available.

P= To cancel the permanent connection, click the "Delete pre-set device" button in the Bluetooth
dialogue or establish a connection with another device.
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5.5 Example workflow: Generating the print image

E] When you load your own print images, all 4 of the print images stored in the device will each be
shifted. The factory pre-installed print images can be uploaded to the software in advance and
saved as XML files ("Menu commands Toolbar").

Configuring the print image
Transfer the print image to REINER 940
Printing the print image

Number of imprints

55.1 Configuring the printimage

Insert text and date/time

P To create a text object, use the left mouse button to drag the text symbol A toline 1 (print
image 1) and release it at the desired position.

P Write the desired text into the text field.
B To place the text object, double-click in the text field.
>

To create a date/time object, use the left mouse button to drag the date/time symbol » into
line 1 (print image 1).
P Release at desired position.

T Wby 1u2 Eprint - BEINER, Poet graphic fol o ks
File Edt View Format Eadre  Halp

o

144 [Fam]

1 My 1st Imprint 15.08.2020;

2

4

d ¥ amg

Lime 2 |Paned] (797.112) Oaline - 58

E] For more commands and objects see "Toolbar" and "Objects".
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5.5.2

Transfer printimage to REINER 940

®  Click on the transfer icon x .
P Confirm the following dialogue window with Yes.

PCset graphic

o Would you like to replace the present print data?

Nein

PCset graphic >

o Transfer successful

B Confirm the message with OK.
The print image is stored in the REINER 940 and can be printed.

If the transfer was successful, the following message appears after a few seconds.
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5.5.3 Printing the printimage

Possible blindness due to eye contact with ink.

» Do not point the nozzles ¥ of the REINER 940 at people's faces!

Print the print image = Fig.

Turn the setting wheel 1 to position 1.
Pull the closure lever 7 towards the device.
Place REINER 940 on the printing material.

Actuate the print trigger 8

Unwind the device at a constant speed in print direction.
The example print image 1 has been printed.

vvyvyVwyy

E] Obsene acoustic signal of the jetStamp graphic 970 (see "Acoustic Signals").

5.5.4 Number of imprints

R Documant - REBIER PCaet graphic
Filg Edt  View F

s a4

Number of possible prints with a

2 FEEERESE' )1.08.20;

approx. 28 675

4

Line 2 [Pinel] (2650 Onikene - USE

C R
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The number of possible imprints with a full print cartridge is displayed by positioning the mouse

pointer
on the print image number.

ERNST REINER GmbH & Co. KG



The PCset graphic software application 59

5.6 Objects settings

s WHABDE wg DR ek &

E] The settings of the objects can also be selected in the menu bar (a) by clicking the "Format" tab
or via the context menu.

E] The active object is framed in red in the print area.

3

||||g|||||¢|||||||

Test

=

= o

&
1
h--l

N

a
|||¢

Text
Date/Time

Numbering machine

Barcode

Graphic

5.6.1 Text

Creates text fields.
The object can be positioned exactly by using the grid.

E] If the grid is enabled, the font size is adjusted.
Example: If a grid of 4 lines is set, the text object has the height of one line.

Presettings

Context menu text object

Generate graphic
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5.6.1.1 Presettings
Changed presettings apply to all future text objects.
P In the menu bar "2 select the "Presettings" tab and click "Text".
The configuration window for texts appears.

The configuration window for "Texts" is divided into four sections:
- Font
- Font style
- Font size
- Script

Font >

Arial monospacec Narrow Bold

Arial Rounded MT Narrow Bold italii
Arial Unicode M3 Bold
ATVO v | |Bold Italic v
Sample
AaBbYyiz
Script:
Westem

Presettings text

Function Description

Font Selection from the list of installed fonts on the current system.

Font style Select the desired font style from the list (standard, bold, italic or

bold italic).
Font size Select or enter the font size in points.
Script Displays a list of available language scripts for the specified font.
5.6.1.2 Context menu text object

If a text object is inserted ("Objects"), the configuration corresponds to the default settings (refer to
"Presettings"). The context menu can be used to individually set each text object deviating from this.
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P To open the context menu, right-click the desired text object.
The context menu opens as in the following figure.

R PR
=0 _ ‘ : Undo
2 | iaBcDekg -
wof I i~
- .
150 Delete
O~ ff o
— Select All
i Text format
- Generate graphic
3 1[!3: Delete object
Function Description
Undo Undo the input.
Cut Cuts out the selected area.
Copy Copies the selected area.
Paste If there is a text in the clipboard, it will be pasted.
Delete Deletes the selected area.
Select all Marks the entire text.
Text format To change the font.
Generate graphic Convwerts the text to a graphic and fixes it at the current position.
Note: the text cannot be edited anymore after conwersion.
Delete object Deletes the object.

|I| Enter or double-click fixates the object and is therefore inactive.
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Inactive object

£n
[=]

_;
[
[
EERENEERR

aBcDeF¢ = |

L Generate graphic
Delete object
150 .
Function Description
Copy Copies the object.
Edit Object becomes active and can be edited.
Generate graphic Converts the text to a graphic.
Note: the text cannot be edited anymore after conversion.

Delete object Deletes the object.

5.6.1.3 Generate graphic

E] Text and barcode objects can be converted into graphics. Graphics are fixed and can no longer
be mowved. Limited editing is possible via the additional function "Selection".

P Click the object with the right mouse button.
B Select "Generate graphic".
The object has been conwverted to a graphic.

5.6.2 Date/Time

‘“““L Font, font style, font size ("Eont") and format can be set.
The date/clock time format can be globally preset.

Additionally, deviating settings can be performed for every single date/clock time object
("Context menu date/clock time object™).

“ A maximum of five date/time objects can be placed.
The daylight saving time for Europe is preset at the factory and can be changed directly in the
PCset graphic software under Menu - Extras.

Presettings

Context menu date/time object
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5.6.2.1 Presettings

Changed presettings apply to all future date/time objects.

B |n the menu bar 2. select the "Presettings" tab and click "Date/time".
The configuration window for date and time appears.

Date and Time x
Predefined date and time formats: O Faont 1
2022-07-26 11:35 AM e
|
User-defined date and time formats:
| yyyy'-MM-dd' 'HH'"'mm |
Preview:
| 2022-07-26 11:35 |
Time offset:
dd hh:mm:ss
| +0000 00:00:00 = Zero
(®) Font 2
Cancel Help
Function Description
Predefined date and time formats List of preconfigured formats.
Selection by clicking.
User-defined date and time formats Shows the selected format in the draft view.
The format can be manually configured.
One abbrewviation of a category each from the
following table "Format abbreviation" can be used
once.
Additional characters (also spaces) are inserted by
being included in simple apostrophes ().
For erification purposes, whether or not the entered
format is "OK" is displayed abowve the input field.
Preview Preview of the selected format with the current
system date.
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Time offset

The configuration of an offset for date and time can
be used, for example, to automatically calculate
expiration dates.

Enter or select offset, refer to example.

Example for time offset:

Inactive offset:
User-defined date and time formats:

| yyyy'-MM'-dd' 'HH''mm

Prewview:

| 2021-04-13 12:10

Time Offset:
dd hh:mm:ss

| +0000]00:00:00 = Zero

Example: for a shelf life of 1 year, the entry is made with +0365:

|User-defined date and time formats:

| yyyy'-MM-dd' 'HH''mm

Prewview:

| 2022-04-13 12:09

Time Offset:
dd hh:mm:ss

| +0355(00:00:00 = Zero

The set values are added to the current system date. The result appears under the preview function.

Format abbreviation

Function Description

dd Day of the month with two figures (01 to 31)

ddd Calendar day with three figures (001 to 365)
Example: 28 May 2019 = 148.2019

MM Month of the year with two figures (01 to 12)

MMM Abbrewviation for the month (up to 3 characters)

yy The last two figures of the year (00 to 99)

yyyy Complete year (0000 to 9999)

HH Hour with two figures (00 to 23)
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hh Hour with two figures (01 to 12)

mm Minutes with two figures (00 to 59)

ss Seconds with two figures (00 to 59)

t One character for twelve-hour format with the letters
AorP

tt Two characters for twelve-hour format with the letters
AM or PM

5.6.2.1.1 Font

E] With "Font 1" and "Font 2", fonts can be stored for the objects date/time, numbering machine.
Changed fonts affect all future objects.

"Font 1" and "Font 2" are configurable in the menu bar "2/ by clicking the tab "File — De\ice settings

- Font" or in the toolbar ‘B via the button * (see "Eont").

Device settings -

Signals  Functions Font

Two different fonts can be set for variable objects such as date/time and numbering machine.

r -
Font1  REINERF1, 26 ql

r -
Font 2 REIMER F1, 12 q‘

Text for month abbreviations

January: February: | Feb March: Mar

April: Apr May: June: Jun
July: Jul August: Aug September:

Qctober: | Okt Movember: | Mov December:

Default

Abbrechen Hilfe

E] Month abbreviations can be adjusted individually.
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5.6.2.2

5.6.3

5.6.3.1

Context menu date/time object

If a date/time object is inserted ("Objects"), the configuration corresponds to the default settings
("Presettings™). The context menu can be used to individually set each date/clock time object
deviating from this.

B To open the context menu, right-click the desired date/time object.
The context menu opens as in the following figure.

2| 2029=00=1 =

n
=]

4
L=
[==]

e P

Delete object
Function Description
Copy Copies the object.
Date/time format Opens the configuration window for date and time for the selected
date/time object.
Delete object Deletes the object.

Numbering machine

a The numbering machine is used for sequential numbering.

Starting value, repetitions, step and step direction, as well as font, font style and font size
("Eont") can be set. The numbering machines format can be globally preset.

Additionally, deviating settings can be performed for every single numbering machine object
("Context menu numbering machine object").

[I] A maximum of five numbering machine objects can be placed.

The numbering machine status of a numbering machine is incremented after each imprint
according to the set step, repetitions and counting direction.

Note: The following configuration can produce nonsensical print images:

- Print sequence "Print lines in sequences"
- Numbering machines linked to each other, each with different repetitions

Presettings

Context menu numbering machine object

Presettings

Changed presettings apply to all future numbering machine objects.
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P Select the tab format and click "Numbering machine" in the menu bar ‘2.,
The configuration window for numbering machines appears.

The configuration window for numbering machines is divided into three sections:
- Settings

- Number circle

- Font

Murnbering machine

Settings Mumber circle

Step width:

[ ] counting direction backwards

Leading zeros

() Font 1 (® Font 2

Cancel

1 = Minimal: ] =
Repetitions: 1 = Maximal: 999999939 =
Mumbering machine status: I:I

REI REIN

Help

Settings

Number circle

Font
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5.6.3.1.1 Settings

Function Description

Step Indicates the interval at which the numbering machine counts on
(e.g. 1,4,7... in steps of 3).

Repetitions Indicates the number of repetitions of a print image. If, e.g., the

value 3 is set, the numbering machine remains on the same
number for three imprints before it counts on.

The repeat factor can be set from 0 to 99.
The numbering machine switches on at the value 0.

Counting direction backwards

The numbering machine can count forwards (e.g. 10,11,12,...) or
backwards (e.g. 10,9,8...).

Pre Zeros

Leading zeros can be suppressed or printed (e.g. 5 or 0000005).

The number of printed figures depends on the maximums value set
at "number circle".

5.6.3.1.2 Number circle

The number circle defines the value range in which a numbering machine counter.

When the maximum or minimum value is reached (for upwards or downwards counting numbering
machine), the count is continued at the respective other end of the scale.

Function Description
Minimum This value marks the lower limit of the number circle.
Maximum This value marks the upper limit of the number circle.

Numbering machine status

The current counter reading can be set within the defined value
range.

5.6.3.1.3 Font

|I| With "Font 1" and "Font 2", fonts can be stored for the objects date/time, numbering machine.

Changed fonts affect all future objects.

"Font 1" and "Font 2" are configurable in the menu bar "2/ by clicking the tab "File — De\ice settings

— Font" or in the toolbar ‘B via the button ' * (see "Eont").
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Device settings

Signals Functions Font

Two different fonts can be set for variable objects such as date/time and numbering machine.

Fontl  REINERFL, 26 'ﬁl
Font2  REINERFL, 12 Iﬁ‘

Text for month abbreviations

January: February: | Feb March: Mar

April: Apr May: June: Jun
July: Jul August: September:

October: | Okt Movember: | Nov December:

Abtrechen

Default

Hilfe

E] Month abbreviations can be adjusted individually.
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5.6.3.2

Context menu numbering machine object

If a numbering machine object is inserted ("Objects"), the configuration corresponds to the default
settings ("Presettings"). The context menu can be used to individually set each numbering machine

object dewviating from this.

B To open the context menu, right-click the desired numbering machine object.
The context menu opens as in the following figure.

o

|||||||Tj||||||

N

T —— _——— - _———— o by G R
: Numbering machine 1 )\ -
. Link to number circle » .

L Copy
o Numbering mechineformat
0 | lllIllliililiiiiiiiiln. Delete object
Function Description

Numbering machine

The number of the selected numbering machine object (1-5) is
displayed.

Link to number circle

Each numbering machine (1-5) is first linked to a separate number
circle (1-5).

If several numbering machine objects are placed, the numbering
machine selected can be linked to the number circle of another
numbering machine. The dedicated number circle is rendered
inactive by this.

The link is used to synchronise the counter reading of different
numbering machines.

Each printing system of a linked numbering machine updates the
counter reading of the shared number circle.

Copy

Copies the object.

Numbering machine format

Opens the numbering machine configuration window for the
selected numbering machine.

The numbering machine range can also be set deviating from each
other for numbering machines that are linked to a shared number
circle.

Settings for the number circle can only be made here when the
selected numbering machine is linked to the dedicated number
circle.

Delete object

Deletes the object.
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5.6.4 Barcode

The PCset graphic can be used to generate different barcode formats.

T

=~ Barcode type, character sequence, parameters and barcode size can be set.
The barcode object format can be globally pre-set.

Presettings

Sequential numbering/dating

Context menu barcode object

Generate graphic

5.6.4.1 Presettings

Global presettings can be set in the menu bar 2. via the "Presettings — Barcode" tab.
-OR -

Settings of already-inserted barcode objects can be called via the right mouse button "Barcode
Format".

The configuration window for barcode appears.
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Barcode

Barcode

Type Code 123 B

T, -

Character sequence | E-‘an

Plain text preview  hpoponoo

Parameter

Codabar
Display plain text A
Display chedk digit
A

Barcode size
Height 13.5 = | mm

. .
Module width a a Pixel

2.0 -

1.5 “

0K Cancel Help

The barcode window is divided into three sections:

Barcode
Function Description
Type Select the barcode type from the dropdown list.

Character sequence

Enter your desired character sequence.

Plain text preview

Indicates the character sequence without control characters.

Parameter

Function

Description

Display plain text

Inserts plain text below the barcode. The plain text is the character
sequence that you have entered into the barcode object.

Display check digit

Indicates the check figure additionally in plain text. To be able to
use this option, you need to activate display plain text. The check
figure is the last figure or position of the barcode information.
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Start character and Start and stop characters from A - D for the barcode type Codabar.
Stop characters

Barcode size

Function Description
Height (mm) Barcode height. Adjustable from 3.5 mm - 13.5 mm.
Module height Height of the narrowest element in pixels (stroke or gap).
Only for 2D barcodes.
Module width (pixels) Width of the narrowest element in pixels (stroke or gap).
E The ratio of module height to module width is always the same.
m The module height and width can differ.
L]
Module ratio Ratio of wide to narrow element in

calculation of the code length.

Module ratio Start and stop characters for the barcode type Codabar.
(2/5 matrix) May contain letters A - D.

ERNST REINER GmbH & Co. KG



74

PCset graphic Help 940

5.6.4.2

Sequential numbering/dating

The PCset graphic differs between fixed and variable barcodes. Fixed barcodes do not change their
content during printing. Variable barcodes are made up of the text as well as the date/time and/or
numbering machine, which change during printing.

E] All in all, the variable barcode objects are limited to four. Fixed barcode objects can be inserted
in any number.

E] The variable barcodes include the barcode types "2/5 Interleaved"”, "Code 39" and "Code 128 B".

E] Only one numbering machine and/or one date/time can be inserted in each barcode.

E] At first insertion of a numbering machine or a date/time object, the presettings of the respective
objects are loaded.

P In order to create a barcode object, left-click the Barcode symbol

and drag it into a line to the desired position.

P Push right mouse button, select context menu "Barcode Format".
The configuration window for barcode appears.

B Toinsert the numbering machine, pull it into the character sequence by drag & drop.
The line "Character sequence"” shows %N for numbering machine.

B To make the settings for the numbering machine, right-click %N or numbering machine.

The context menu opens (refer to "Numbering machine").
Make the desired settings and confirm with OK.

B To insert date/time, pull it into the character sequence by drag & drop.
The line "Character sequence" shows %D for date/time.

To make the settings for the date/time, right-click %D or
date/time.

The context menu opens (refer to "Date/time").
Make the desired settings and confirm with OK.
B To sawe the settings made, click OK.

E] The red dash below the editing field determines the inserted position of the date/time and
numbering machine object.
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5.6.4.3 Context menu barcode object

If a barcode object is inserted (refer to "Objects"), the configuration corresponds to the presettings.
The context menu can be used to individually set each barcode object deviating from this.

B To open the context menu, right-click the desired barcode object.
The context menu opens as in the following figure.

El:-- — e o o e m __________________________

50 _ ':Dp}f
2 - Barcode format

100 Generate graphic

_ Delete object
! —eeee

s |l | 123456?_0 L

D__"l————— - — [ i e
Function Description
Copy Copies the object.
Barcode format To change the barcode format.
Generate graphic Fixates the barcode in the current position.

Note: the barcode cannot be edited anymore after fixating.

Delete object Deletes the object.

5.6.4.4 Generate graphic

IZI Text and barcode objects can be converted into graphics. Graphics are fixed and can no longer
be mowved. Limited editing is possible via the additional function "Selection".

P Click the object with the right mouse button.
P Select "Generate graphic".
The object has been converted to a graphic.
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5.6.5

5.6.5.1

Graphic

- Generates a graphic object.
The object can be positioned exactly by using the grid.

Load graphic dialogue

Context menu graphic object

Generate graphic

Load graphic dialogue

E] Imported colour and grey scale images are converted to a black/white image when loaded within
the application. The use of black and white images is recommended.

E] Only graphics of the file type BMP, JPG, TIF or GIF can be loaded. The graphics should have a
resolution of 300 dpi so that they fit 1:1 into the print image.

E] For a distortion-free printout in optimal quality, a graphic should not exceed the maximum height
of 160 pixels and the maximum width of 768 pixels.

A Open P
<« v A » ThisPC » Desktop » PCset grapfic v O L Search PCset grapfic
Organize « New folder = + [H o

"~
# Quick access

- DESHDF’ ) . . .
4 Downloads

Documents

Former Pixel_Zoll_mm.b Testimprint
=] Pictures * Plate.bmp mp 1.bmp
. handy$ Eg
Deutsch
Distanzhalter
Dl cet aranfic
File name: v| Alle Bilddateien (*.bmp;* jpg;*) ~
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5.6.5.2 Context menu graphic object

- —
1
1
b
1
= - - - - Black/white threshold » 20%

35%
~ 50%
63%
80%

Copy
Generate graphic

Delete object
~  Maintain aspect ratio

Inverting colours

Rotate »
Function Description
Black/white threshold value Selection of the black/white threshold value.
Copy Copies the object.
Generate graphic Fixates the graphic at the current position.

Note: the graphic cannot be edited anymore after fixating.

Delete object Deletes the object.
Maintain aspect ratio The aspect ratios always remain the same when resizing.
Inverting colours Inverting colours: The colours of the graphic are reversed, black

becomes white and white becomes black.

Rotate Rotate right 90°, Rotate left 90°, Rotate 180°, Flip vertical and
Flip horizontal.

5.6.5.3 Generate graphic

m Text and barcode objects can be converted into graphics. Graphics are fixed and can no longer
be mowved. Limited editing is possible via the additional function "Selection".

P Click the object with the right mouse button.
B Select "Generate graphic".
The object has been conwverted to a graphic.
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Maintenance

Changing the print cartridge

Cleaning the contacts of the print cartridge

Clean nozzles

Clean seal

Replace seal

Clean housing
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6.1 Changing the print cartridge

The ink level of the print cartridge is can be read in the status indicator d. of the PCset graphic
software .

E] Different seals are required depending on the type of ink used (refer to "Replace seal").

E] Use seal of the enclosed print cartridge.

[\ CAUTION |

Damage to health caused by ingestion of ink.

P Do not swallow!
B Keep the print cartridge out of the reach of children!

Changing the print cartridge = Fig. + +ﬂ

P Turn the setting wheel 1to position OFF.
»  Press the locking button for print cartridge cover * down to open the print cartridge cover 12 .
P Removwe the print cartridge 13 from the device.
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6.2

Take a new print cartridge 13 from the packaging and remowve the protective film or clip from the

nozzles 8 .
Insert the print cartridge 13
Close the print cartridge cover 12,

Cleaning the contacts of the print cartridge

Cleaning the contacts of the print cartridge = Fig. Kl + ﬂ +ﬂ

In rare cases, impurities on the contacts of the print cartridge 15 can cause incorrect printing results.

>

vyvvwvyy

Push down the print cartridge cover locking button 4 .

The latch of the print cartridge cover 12'is loosened.

Fold open the print cartridge cover 12,

Removwe the print cartridge 13 from the device.

Push the locking lever 7 and latch the locking closure lever 6

Clean the contact print cartridge '3 at the print cartridge 13 and inside the REINER 940 with a

soft cloth, poss. slightly soaked in spirits.
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6.3 Clean nozzles

If streaks or problems with the print quality occur, the ink may have dried on the nozzles 18

Imprint without streaking

Ernst Reiner
REINER -°'
BaumannstralRe 16

D-78140 Furtwangen

GmbH & Co.KG
Baumannstrafie 16
D-78140 Furtwangen

Automatic nozzle cleanin

Manual nozzle cleaning

6.3.1 Automatic nozzle cleaning

Possible blindness due to eye contact with ink.

» Do not point the nozzles ¥ of the REINER 940 at people's faces!

ERNST REINER GmbH & Co. KG



82 PCset graphic Help 940

Trigger automatic cleaning mechanism = Fig.

E] To clean the nozzles ¥ a small amount of ink is ejected.

»  Tum setting wheel 1 to position C.
B Press the print trigger 8

6.3.2 Manual nozzle cleaning

Manual nozzle cleaning = Fig. E

17

B
18)
15

We recommend the following measure if the automatic nozzle cleaning does not lead to the desired
success:

16)

B To dissolwe the dried ink, press a soft cloth slightly soaked in ethanol (spirit) against the
nozzles ¢ for about three seconds.

»  Dab off dissolved ink and & wipe the nozzles dry.

ERNST REINER GmbH & Co. KG



Maintenance 83

6.4 Clean seal

Clean seal =~ Fig.+ﬂ+n

The seal f is behind the nozzles cover 1.

P Push down the print cartridge cover locking button 14
The latch of the print cartridge cover 12 is loosened.
Fold open the print cartridge cover 12,

Remove the print cartridge 13,

Press and hold the closure lever 7 .

Dab dry the seal ‘¢ with a soft cloth.

Release the closure lever 7 .

yYvVVYyYVvYwyy

Re-insert the print cartridge 13,

E] The seal 16 should be cleaned at regular intervals.
The seal must be replaced if heavily soiled.
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6.5

Replace seal

g. Find a clip on our homepage www.reiner.de or on youtube.

Replace seal = Fig. +ﬂ +|I

E] Different seals are required depending on the type of ink used.

E] - Inkjet print cartridge P3-S-BK: use red seal
- Inkjet print cartridge P3-MP3-BK: use blue seal

P Push down the print cartridge cover locking button 14
The latch of the print cartridge cover 12 is loosened.

B Fold open the print cartridge cover 12,

P Remowe the print cartridge 13

P To loosen the seal !0, insert the seal tip 1 of the new seal 6 or another pointy object into the
holes of the nozzle cover 1. The seal will fall into the print cartridge compartment.

P To remowe the seal ]'5, turn the REINER 940 around.

P Position the new seal ‘& with the seal tip 17 first behind the nozzle cover ! and latch it with

slight pressure.
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6.6 Clean housing

[\ CAUTION |

Electric shock when liquids enter into the device inside.

P Pull the mains adapter from the outlet.
P Inform a specialist vendor or the REINER senice.

NOTICE

Cleaning agents that are too aggressive may damage the housing surface.

P Do not use any abrasives and plastic-dissolving cleaning agents for cleaning.
P Clean the top cover of the device with a soft cloth if required.
For stronger contamination, slightly moisten the cloth with water and mild detergent.
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7.1

Recognising and removing interferences

REINER 940 without function

Causes for uncharged batteries
Optical (LED) signals

Acoustic signals

REINER 940 without function

Troubleshooting = Fig.ﬂ

Disconnect the USB cable from the REINER 940.

Open the battery compartment 5 in the arrow direction.
Remowe the batteries.

Wait about 3 seconds.

Insert batteries.

Set setting wheel 1 to position 1.
Start PCset graphic.

Check charge indicator "M,

FYyVyVYyVYVYYYY

Connect the micro USB socket of the device # to the PC via the USB cable.
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7.2

Causes for uncharged batteries

- No batteries inserted or batteries inserted incorrectly
- Incorrect contact in battery compartment

- Battery temperature above 40 degrees Celsius

- Batteries outdated
- Batteries defective
- Batteries completely discharged (deep discharge)

Capacity and service life

The batteries reach their full capacity after several discharges and recharges. With increasing ageing
of the batteries, the possible operating time shortens.
Rechargeable batteries are subject to wear. A longer senice life than six months cannot be

guaranteed.

Optical (LED) signals

7.3

When the display flashes orange (warning), the status display d! of the PCset graphic
software displays a detailed device message 4. .

LED State Cause Correction Notes
display
Green Operational
Green Green flashing | Device is in standby | ®Press closure lever| When the device is
mode not in use, the
power saving mode
is automatically
activated after 10
minutes
Orange Flashing, - No or defective | B*Inserting the print | The detailed cause
(warning) Interval of 1 print cartridge cartridge and correction are
- Incorrect print shown in the Status
cartridge indicator "4/ of the
- Ink level write PCset grqphic )
error software in detail
- Print cartridge
not inserted PInsert print
correctly cartridge correctly
- Rechargeable B-Charge battery
battery empty | pnserting/replacing
- No the battery
battery/defective | B New print image
battery transfer
- Print images
were deleted
Orange Flashing, Print cartridge PCheck imprint Also acoustic signal
(warning) Interval of 2 almost empty
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Orange Flashing, Print cartridge P-Replace the print | Also acoustic signal

(warning) Interval of 3 empty cartridge

Orange Flashing, Shutter open P=Close shutter - Also acoustic

(warning) Interval of 4 signal

- The display

appears after 30
seconds of non-
use in standard
ink, after 10
seconds in MP2
ink and after 6
seconds in MP3
ink

Orange Flashing, Battery almost P-Charge/replace Also acoustic signal

(warning) Interval of 5 empty/capacity low | battery

Orange Flashing, Internal clock P Send in device

(warning) Interval of 6 battery empty

Orange Permanently lit| Print speed too fast | ®Adjust print speed | Continuous

(warning) or too slow movement required

Red (error)

Flashing,
Intenval of 1

Device error

P oosen cable
connections and
remowe batteries for
approx. 10 sec

If the error persists
after switching on
again, contact your
specialist dealer or
REINER support

Red

Permanently lit

- Firmware has not
been installed
correctly

- Device error

P Install firmware
again.

B Switch the device
off and on and
charge the battery

- If the error
remains after
activation, have
the device
inspected by the
REINER support

- Battery deep
discharged or
safety shutdown

- If the error
persists after
switching on,
contact your
specialist dealer
or REINER
support

OFF

- Device is switched
off

- Rechargeable
battery empty

- Battery defective

- No rechargeable
batteryinserted

- Device error

B=Switch on the
device

P-Charge batteries
P-Replace batteries
PInsert batteries

P-Contact your
specialist dealer or
REINER Support
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7.4  Acoustic signhals
Signal Cause Correction Notes
Continuous | Print speed not ok B Check imprint Continuous movement
tone required
1 sound - Print start
pulse - Printing
- In the Switching forward
function and when the setting
wheel is in position F during
the operation of the print o
trigger B=New print image
- Print images were deleted transfer
, P=Send in device
- Internal clock battery is
empty
1 sound - No or defective print cartridge | ®Inserting the print The detailed cause and
pulse - Incorrect print cartridge cartridge correction are shown in
every 10 - Ink level write error the Status indicator 'd
: : of the PCset graphic
seconds - Print cartridge not inserted | P Insert print cartridge coftware grap
correctly correctly
- Rechargeable battery empty | ®Charge battery
- No battery/defective battery | »Inserting/replacing
the battery
2 sound Print cartridge almost empty P-Check imprint
impulses
every 30
seconds
3 sound Print cartridge empty P-Replace the print
impulses cartridge
ewvery 10
seconds
4 sound Shutter open P=Close shutter - Danger of ink drying
impulses out
- Signal becomes
higher in frequency
and more penetrant
the longer the shutter
is open
- Signal ends when
shutter is closed
again or new imprint is
made
- The display appears
after 30 seconds of
non-use in standard
ink, after 10 seconds in

ERNST REINER GmbH & Co. KG
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MP2 ink and after 6
seconds in MP3 ink

5 sound
pulses per
minute

Battery almost empty/capacity low

B-Charge/replace
battery

ERNST REINER GmbH & Co. KG
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8 Technical data and accessories

Type plate

Technical data

Transport and disposal

Accessories

8.1 Type plate

m Obsene the type plate before the device is connected.

The type plate is located on the inside of the print head closure of the REINER 940.
It contains the following information:

Mod.
S/N

Model

Serial number

€ REINER 940 has the CE-mark according to the currently valid low-wltage and EMC
directive.

m

REINER 940 is in accordance with the following standards or standardised documents
FCC 47 CFR Ch.1 Part 15
Bluetooth: FCC: R7TAMB2300.

Safety of Information Technology Equipment.

Waste electrical and electronic devices
Old devices must not be disposed of in the common household waste but in a specified
acceptance point for recycling of electrical and electronic devices.

|1’

ERNST REINER GmbH & Co. KG
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8.2

Technical data

Technical data

Dimensions

47 x 147 x 221 mm (I x w x h)

Weight

approx. 530 g

Max. print area

140 x 12.7 mm (w x h)

Max. print speed

400 mm/s

Print resolution

300 dpi

Battery capacity

up to 1,000 imprints

Printing technology

Inkjet

Barcode printing

EAN 8, EAN 13, 2/5 Interleaved, 2/5 Industrial, 2/5
Matrix Code 39, Code 39 Full ASCIl, Code Codabar, Code 93,
Code 93 Full ASCIIr, Code 128 B, GS1 128 (EAN 128)

Barcode for sequential
numbering/dating

Code 128 B, Code 39, 2/5 Interleaved

Graphic BMP, JPG, TIFF, GIF
Ambience temperature for 10°C ... +40°C
operation

Recommended ambient 16°C...+32°C

temperature for operation

Humidity for operation

8 % ... 80 % relative humidity

Recommended humidity for 10 % ... 70 % relative humidity
operation

Storage temperature

With standard print cartridges | 1 °C ... +43 °C

With MP print cartridges

10 °C ... +20 °C

Storage humidity

5%... 80 % relative humidity

Temperature for transport
With standard print cartridges
With MP print cartridges

-20 °C ... +60 °C (up to 12 hours)
10 °C ... +20 °C (up to 12 hours)

Humidity for transport

10%... 90 % relative humidity

Data transfer

USB or Bluetooth

Power supply

2 x AA NiMH rechargeable batteries; chargeable via included
mains adapter.
Input: 100 - 240 VAC, 50 - 60 Hz, 0,3 A Output: 5VDC 1 A

Standby time per battery
charge

approx. 72 hours

Battery charging time

approx. three hours

Data preservation (battery

independent)

approx. 10 years

ERNST REINER GmbH & Co. KG
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Print capacity per print for 5,000 or more imprints depending on ink and print mode
cartridge
Protection class IP 20, degree of contamination 2, equipment class 3
External cycles max. frequency 3 kHz (normal), 6 kHz (economical)
PWH>=50s
VIL<=0.7V
VIH24V -50V

8.3 Transportand disposal

Transport

NOTICE

Damage to the device at improper transport.

P Only use packaging that provides protection from impact and shock for the device!

Disposal
Defective or used batteries
Used batteries or rechargeable batteries must not be disposed of with household waste.

Waste electrical and electronic devices
Old devices must not be disposed of in the common household waste but in a specified
acceptance point for recycling of electrical and electronic devices.

II

8.4 Accessories

Inkjet print cartridge

® Order no.: 947 100-000, P3-S-BK for paper and cardboard, black
® Order no.: 947 100-002, P3-S-MG for paper and cardboard, magenta

Inkjet print cartridge (quick drying)

® Order no.: 947 100-120, P3-MP3-BK for metal and plastic, black
® Order no.: 947 100-130, P3-MP4-BK for glass, metal and plastic, black
Order no.: 947 100-140, P3-MP5-UV for metal and plastic, invisible (orange in UV light)

For further accessories, see https://www.reiner.de

ERNST REINER GmbH & Co. KG
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Contact

Ernst Reiner GmbH & Co.KG
Baumannstr. 16

78120 Furtwangen/Germany
www.reiner.de

Repair service
Phone: +49 7723 657-385
E-mail: repair@reiner.de

More details can be found on our homepage:

www.reiner.de/reparatur

Technical service & support
Phone: +49 7723 657-388
E-mail: senice@reiner.de

Sales
Phone: +49 7723 657-0

E-mail: customersenice@reiner.de

© 2022 Ernst Reiner GmbH & Co. KG

All rights resernved. Translation, reprint and other reproduction of these operating instructions, even in
parts and no matter the form, shall require our express written consent. We reserve the right to make

content changes to these operating instructions without notice.

ERNST REINER GmbH & Co. KG
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10 Operating instructions

REIMER 940

Bedienungsanieitung
Dperating Manual
Manyal de intreddonis

Mode demploi

Operating instructions EN
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Index

“A -

Accessories 93
Acoustic signals 89
Activate Bluetooth 19

-B -
Barcode 71

-C-

Changing the print cartridge 79
Charging rechargeable batteries 14, 15
Commissioning

Rechargeable batteries 13

Seal and pressure cartridge 13
Contact 94

D -

Date/Time 62
Device messages 51
Device security 30
Disable password protection 30, 32
Forgotten password 30, 33
Set password 30, 32
Unlock device 33
Disable password protection 32
Disposal 93

" E -

Example workflow: Generating the print image 55
Configuring the print image 55
Print image transfer 56
Printing the print image 57

"F -

Firmware update 21
Forgotten password 33

-G -
Graphic 76
-] -

Ink level indicator 49

Insert the seal 16

Inserting rechargeable batteries 14

Inserting the print cartridge 17

Install PCset graphic software
Installing the software 20
System requirements 20

Installing the software 20

Interferences 86

M -

Maintenance 84
Changing the print cartridge 78
Clean housing 78, 85
Clean nozzles 78, 81
Clean seal 78, 83

Cleaning the contacts of the print cartridge 78,
80

Replace seal 78
-N -
Numbering machine 66
-0 -

Objects 29

Objects settings 59
Barcode 71
Date/Time 62
Graphic 76
Numbering machine 66
Text 59

Operating elements 6

Operating interface 24
Menu bar 25
Objects 29
Toolbar 27

P -

PCset graphic software application
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PCset graphic software application
Establishing Bluetooth connection 22
Example workflow: Generating the print image
22
External print triggering 22
Get jetStamp graphic 970 ready for PCset
graphic 22
Objects settings 22
Operator interface 22
Starting the software 22

Printer settings
Alignment 34
Clock generator 34
Print direction 34
Print intensity 34
Print sequence 34

-R -
Replace seal 84
-S-

Safety, description 10
Seal and pressure cartridge
Insert the seal 16
Inserting the print cartridge 16
Set password 32
Setting wheel 8
Status indicators 49

-T-

Technical data 92
Text 59

“U-

Unlock device 33
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